
WATSON INTERNATIONAL LTD warrants material of said quality at the time of sale. It is the sole

responsibility of the customers to determine the adequacy of all materials for any intended or

specific purpose or use. WATSON's sole obligation is to replace the material up to the extent of

the purchase price. This warranty applies only to products in original packaging and does not apply

to a product which has been tampered with or altered in any way or which has been misused or

damaged by accident or negligence. All claims must be received in writing (by fax or email) within

30 days from date when product arrive at the destination city and failure to do so shall constitute a

waiver by customers for any and all such claims.

NMR (INFRARED) SPECTRUM Conform

STORAGE

USE SUGGESTIONS

Under 2-8°C away from light

It is common to see that 10-MDP may solidifies little by little after

staying for some time. This will not affect the product’s quality

generally and can turn back to liquid

form by following steps below,

1. Put the fluoride bottle with product into thermostat water bath;

2. Set the temperature at 40℃;

3. Wait for 3-4 hours before the product turns liquid again

completely.

PURITY (HNMR) 95% min

TECHNICAL DATA SHEET

WATSON INTERNATIONAL LTD

Address: NO. 18, Zhaofeng Road, Kunshan City, Jiaungsu, China

Website: www.watson-int.com; Email: contact@watson-int.com

FORMULA:

FORMULA WEIGHT:

CAS NUMBER: 85590-00-7

C14H27O6P

322.33

PRODUCT NAME: 10-Methacryloyloxydecyl dihydrogen phosphate

TEST

APPEARANCE (COLOR)

APPEARANCE (FORM)

SPECIFICATION

Light yellow

Sticky liquid
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